
Servicing Gas Tip Assembly

Air Filter

■ Remove the Air Filter to reveal the
Gas Tip Assembly location.

■ Locate Gas Tip Assembly.

Approximate frequency of Gas Tip Assembly Service:

• Under ideal circumstances, the Gas Tip Assembly will not need service
during the lifetime of the Mosquito Deleto™ unit.
• In the event contaminates are introduced through the propane fuel or the
fuel line, the gas tip may become plugged. If the unit fails to stay lit or is
operating poorly, installing a new Gas Tip Assembly will likely solve the
problem.

TOOLS REQUIRED:
A 3/4” Hex Socket is required to replace the Gas Tip Assembly. This tool is
provided in the box with each Mosquito Deleto™ unit.

■ Remove the old Gas Tip Assembly. Use a 3/4” Hex Socket provided with 
the unit.

■ The T-20 screwdriver may be used in conjuction with the socket to help 
break loose the gas tip assembly.

Gas Tip Assembly
Shown Full Size

■ Install a new Gas Tip Assembly and tighten hand tight only with the socket.
■ Follow the leak check procedure in the next step below.

Gas Tip
Assembly

Servicing Gas Tip Assembly continued

Leak Check - Gas Tip Assembly 

WARNING
• Perform leak test outdoors.
• Extinguish all open flames.
• NEVER leak test when smoking.
• Do not use the mosquito trap until connection has been leak tested 

and does not leak.

Hand Tighten
Gas Tip Assembly

• Make 2-3 oz. of leak check solution (one part 
liquid dishwashing detergent and three parts 
water).

• Apply several drops of solution at Gas Tip
Assembly Connection. (A small hand pump
sprayer makes this step easier.)
• Turn Tank Valve ON.
• Depress the Automatic Valve (identified on
page 8 of this manual).

If bubbles appear at connection, there is a
leak.
• Release the Automatic Valve.
• Turn Tank Valve OFF.
• Replace with a new Gas Tip Assembly.
• Discard the old Gas Tip Assembly...it is not repairable.
• If problem persists, call Coleman at 1-800-835-3278 for assistance.

If NO bubbles appear at connections, the connections are secure.
• Release the Automatic Valve.
• Turn Tank Valve OFF.

■ After successfully performing the Leak Check, replace the Air Filter.
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